	BLG Product Data Reporting Form



( Characteristics of Products proposed for Bulk Marine Transport )

1: Product Identity

Product Name: 
The product name shall be used in the shipping document for any cargo offered for bulk shipments. Any additional name may be included in brackets after the product name

1.1: Other Names and Identification Numbers

	
Main Trade Name

: 

	
Main Chemical Name
: 

	
Chemical Formula
: 

	
C.A.S Number

: 

	
EHS Number

: 

	
BMR Number

: 

	
RTECS Number

: 


1.2: Associated Synonyms

	Synonym Name


	Type

	
	

	
	

	
	

	
	


1.3: Composition

	Component Name


	%
	Type

	
	
	

	
	
	

	
	
	

	
	
	


2: Physical Properties

Property
Units
     Qual
        Lower Value         Upper Value      References and Comments


	Molecular weight
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Density @ 20 º C
( kg/m3 )
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Flash Point (cc) 
( °C )
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Boiling Point 
( °C )
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Melting Point/Pour Point
 ( °C )
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Water solubility @ 

( mg/l)
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Viscosity @ 20 ºC
(mPa.s)
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Vap. Press. @ 20 
( Pa )
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	AutoIgnitionTemp 
( °C )
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Explosion Limits
(% v/v)
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	Carriage Temperature 
( ºC )
	 
	
	 
	
	 
	
	 

	Unloading Temperature
( ºC )
	 
	
	 
	
	 
	
	 

	
	
	
	
	
	
	
	

	MESG
( mm )
	 
	
	 
	
	
	
	 



3: Relevant Chemical Properties

	

	Water Reactivity                 (0 - 2)
	 
	

	
	
	

	0=No Reactivity                Details

1=Reactive

2=Highly
	 

	
	
	

	
	

	Does the product react with air to cause a potentially hazardous situation                             (Y/N)
	 

	
	
	

	If so, provide details
	 

	
	

	Reference
	 

	
	

	
	


	Is an Inhibitor or Stabilizer needed to prevent a hazardous reaction?                              (Y/N)
	 

	

	If so, provide details
	 

	
	

	Reference
	 

	
	

	
	


	Is refrigeration needed to prevent a hazardous reaction?                             
                     (Y/N)
	 

	
	

	If so, provide details
	 

	

	Reference
	 

	


4: Mammalian Toxicity

	4.1 Acute Toxicity
	Qual
	
	Lower Val.
	
	Upper Val.
	
	Species
	
	Reference/Comments

	

	Oral LD50                                    (mg/kg)
	 
	
	 
	
	 
	
	 
	
	 

	

	Dermal                                (mg/kg)
	 
	
	 
	
	 
	
	 
	
	 

	

	Inhalation                         (mg/l/4h) 
	 
	
	 
	
	 
	
	 
	
	 


4.2 Corrosivity and Irritation 

	Skin Corrosion time           (hours)
	 
	
	 
	
	 
	
	 


	
	Resultant

observation
	
	Species
	
	Reference/Comments

	Skin Irritation (4h exposure)
	 
	
	 
	
	 

	
	
	
	
	
	

	Eye Irritation
	 
	
	 
	
	 


Not irritating, Slightly irritating, Mildly irritating, Moderately irritating, Severely irritating or Corrosive

4.3 Sensitization

	Respiratory Sensitizer (in humans)
	(Y/N)
	 
	
	
	
	 

	
	
	
	
	
	
	

	Skin Sensitization
	(Y/N)
	 
	
	
	
	 


4.4 Other Specific Long-Term Effects 

	Carcinogen
	(Y/N)
	 
	
	 

	
	
	
	
	

	Mutagen
	(Y/N)
	 
	
	 

	
	
	
	
	

	Toxic to Reproduction:
	(Y/N)
	 
	
	 

	
	
	
	
	

	Other Long term
	(Y/N)
	 
	
	 


4.5 Other Relevant Mammalian Toxicity 

5: GESAMP Hazard Profiles and Carriage Requirements

5.1: GESAMP Hazard Profiles

	Column
	Property
	Value

	A1
	Bioaccumulation
	

	A2
	Biodegradation
	

	B1
	Acute Aquatic Toxicity
	

	B2
	Chronic Aquatic Toxicity
	

	C1
	Acute Oral Toxicity
	

	C2
	Acute Dermal Toxicity
	

	C3
	Acute Inhalation Toxicity
	

	D1
	Skin Irritation/Corrosivity
	

	D2
	Eye Irritation/Corrosivity
	

	D3
	Specific Health Concerns
	

	E1
	Tainting and Odour
	

	E2
	Wildlife and Seabeds
	

	E3
	Beaches and Amenities
	

	F
	Remarks
	


5.2: Proposed Carriage Requirements

	Column in the IBC Code
	Property
	Value

	c
	Pollution Category
	

	d
	Safety/Pollution Properties
	

	e
	Ship Type
	

	f
	Tank Type
	

	g
	Tank Vents
	

	h
	Tank Environmental Control
	

	I’
	Electrical Equipment - Class
	

	I”
	Electrical Equipment - Group
	

	I”’
	Electrical Equipment – Flashpoint > 60ºC
	

	j
	Gauging
	

	k
	Vapour Detection
	

	l
	Fire Protection
	

	n
	Emergency Escape
	

	o
	Special Requirements
	


***

                              Structure








