List of preferred indicator values (not case sensitive)
Issued 30 March 2010;

Amended 3 December 2010 (addition of “Inner Circle” and “Outer Circle”)
Amended 22 December 2010 (addition of “Quay” and “Berth”)
Those in green and in brackets show the normalisation values – other values are NOT to be normalised

Those in red should appear before the CommonName – all others should appear after the CommonName

"opposite" [> “opp”]
"opp"

"outside" [> “o/s”]
"o/s"

"adjacent" [> “adj”]
"adj"

"near" [> “nr”]
"nr"

"behind"

"inside"

“by”
"in"

“at”

“on”

“before”

“just before”

“after”

“just after”

“corner of”

 “corner”

“cnr”

"drt"

"Stop"

"stance"

"stand"

"bay"

“platform”

"entrance"

"main entrance"

"side entrance"

"front entrance"

"back entrance"
“rear entrance”
"north entrance"

"east entrance"

"south entrance"

"west entrance"
“north east entrance”  [> “NE entrance”]
“NE entrance”

 “north west entrance”  [> “NW entrance”]
“NW entrance”

 “south east entrance”  [> “SE entrance”]
“SE entrance”

 “south west entrance”  [> “SW entrance”]
“SW entrance”

"N entrance"

“E entrance"

"S entrance"

"W entrance”
"arrivals"

"departures"
"Northbound" [> “N-bound”]
"N-bound"

"Southbound" [> “S-bound”]
"S-bound"

"Eastbound" [> “E-bound”]
"E-bound"

"Westbound" [> “W-bound”]
"W-bound"

"NE-bound"

"NW-bound"

"SW-bound"

"SE-bound”

“N bound” [> “N-bound”]
“E bound” [> “E-bound”]
“S bound” [> “S-bound”]
“W bound” [> “W-bound”]
“NE bound” [> “NE-bound”]
“SE bound” [> “SE-bound”]
“SW bound” [> “SW-bound”]
“NW bound” [> “NW-bound”]
“Inner circle”
“Outer circle”

“Quay”

“Berth”
	The words “Stop”, “stand”, “stance”, “bay”, “platform”, “entrance”, “quay”, “berth” can be followed by an alphanumeric string to allow for Stop codes e.g. A, 1, A1, 1A, 23, FG, AB27, etc ... with the numeric part limited to one or two digits and the alpha part to one or two characters either before or after the numeric – all in an unbroken string (of up to 4 characters).  If the Indicator is just one of these alphanumeric strings of up to four characters, then add the word “Stop “ in front of them, except for the words “at”, “by”, “in”, “nr” or “on” which are valid indicator values in their own right.

	Words which indicate a relationship (nr, opp, o/s, adj, at etc) can be followed by an alphanumeric string to allow for house numbers (e.g. opp 23, o/s 76a).  In this case the numeric component should permit values to 9999, with or without a single following alpha character.

	Stops which have an indicator in NaPTAN which does not match one of the preferred values (including those which do not have an indicator where one is required) will have a normalised indicator created based on the value of the bearing for the Stop – so a Stop with a bearing of “N” will have a normalised indicator of “N-bound” if the content of the indicator field is not a preferred value.


